
474 

40 CFR Ch. I (7–1–07 Edition) § 455.25 

§ 455.25 New source performance 
standards (NSPS). 

(a) Any new source subject to this 
subpart which discharges process 
wastewater pollutants must achieve 
the new source performance standards 
specified in 40 CFR 455.20(d), and sub-
ject to 455.20(a), must meet the fol-
lowing standards for BOD5, TSS, COD 
and pH: 

NEW SOURCE PERFORMANCE STANDARDS 
Standards 

Pollutant or pollutant property 

Max-
imum 

for any 
one 

day** 

Average 
of daily 
values 

shall not 
exceed** 

COD ........................................................ 9.360 6.480 
BOD5 ....................................................... 5.328 1.1520 
TSS ......................................................... 4.392 1.2960 
pH ............................................................ * * 

* Within the range 6.0 to 9.0 
** Metric units: Kilogram pollutant /1,000 kg of total organic 

active ingredients. 
English units: Pound pollutant/1,000 lb of total organic ac-

tive ingredients 

(b) For the priority pollutants, such 
sources must achieve discharges not 
exceeding the quantity (mass) deter-
mined by multiplying the process 
wastewater flow subject to this subpart 
as defined in 40 CFR 455.21(d) times the 
concentrations listed in table 4 or table 
5 of this part, as appropriate, of this 
subpart. 

[58 FR 50690, Sept. 28, 1993] 

§ 455.26 Pretreatment standards for 
existing sources (PSES). 

Except as provided in 40 CFR 403.7, 
any existing source subject to this sub-
part which introduces pollutants into a 
publicly owned treatment works must 
comply with 40 CFR part 403 and 
achieve the pretreatment standards for 
existing sources (PSES) as specified in 
40 CFR 455.20(d). For the priority pol-
lutants, such sources must achieve dis-
charges not exceeding the quantity 
(mass) determined by multiplying the 
process wastewater flow subject to this 
subpart as defined in 40 CFR 455.21(d) 
times the concentrations listed in 
Table 6 of this part. If mass limitations 
have not been developed as required, 
the source shall achieve discharges not 

exceeding the concentration limita-
tions listed in Table 6 of this part. 

[58 FR 50690, Sept. 28, 1993] 

§ 455.27 Pretreatment standards for 
new sources (PSNS). 

Except as provided in 40 CFR 403.7, 
any new source subject to this subpart 
which introduces pollutants into a pub-
licly owned treatment works must 
comply with 40 CFR part 403 and must 
achieve the pretreatment standards for 
new sources (PSNS) as specified in 40 
CFR 455.20(d). For the priority pollut-
ants, the source must achieve dis-
charges not exceeding the quantity 
(mass) determined by multiplying the 
process wastewater flow subject to this 
subpart as defined in 40 CFR 455.21(d) 
times the concentrations listed in table 
6 of this part. If mass limitations have 
not been developed as required, the 
source shall achieve discharges not ex-
ceeding the concentration limitations 
listed in table 6 of this part. 

[58 FR 50690, Sept. 28, 1993] 

Subpart B—Metallo-Organic Pes-
ticide Chemicals Manufac-
turing Subcategory 

§ 455.30 Applicability; description of 
the metallo-organic pesticide 
chemicals manufacturing sub-
category. 

The provisions of this subpart are ap-
plicable to discharges resulting from 
the manufacture of metallo-organic ac-
tive ingredients containing mercury, 
cadmium, arsenic, or copper. The man-
ufacture of intermediates used to man-
ufacture the active ingredients are ex-
cluded from coverage by this subpart. 

§ 455.31 Specialized definitions. 
(a) ‘‘Metallo-organic active ingredi-

ents’’ means carbon containing active 
ingredients containing one or more me-
tallic atoms in the structure. 

§ 455.32 Effluent limitations guidelines 
representing the degree of effluent 
reduction attainable by the applica-
tion of the best practicable control 
technology currently available. 

Except as provided in §§ 125.30 
through 125.32, any existing point 
source subject to this subpart, shall 

VerDate Aug<31>2005 11:16 Sep 13, 2007 Jkt 211170 PO 00000 Frm 00484 Fmt 8010 Sfmt 8010 Y:\SGML\211170.XXX 211170ys
hi

ve
rs

 o
n 

P
R

O
D

1P
C

66
 w

ith
 C

F
R



475 

Environmental Protection Agency § 455.41 

achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control 
technology currently available (BPT). 
The following limitations establish the 
quantity or quality of pollutants or 
pollutant properties controlled by this 
paragraph which may be discharged 
from the manufacture of metallo-or-
ganic active ingredient: There shall be 
no discharge of process waste water 
pollutants to navigable waters. 

[60 FR 33971, June 29, 1995] 

§ 455.33 Effluent limitations guidelines 
representing the degree of effluent 
reduction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT). [Re-
served] 

§ 455.34 Effluent limitations guidelines 
representing the degree of effluent 
reduction attainable by the applica-
tion of the best available control 
technology economically achievable 
(BAT). [Reserved] 

§ 455.35 New source performance 
standards (NSPS). [Reserved] 

§ 455.36 Pretreatment standards for 
existing sources (PSES). [Reserved] 

§ 455.37 Pretreatment standards for 
new sources (PSNS). [Reserved] 

Subpart C—Pesticide Chemicals 
Formulating and Packaging 
Subcategory 

§ 455.40 Applicability; description of 
the pesticide formulating, pack-
aging and repackaging subcategory. 

(a) The provisions of this subpart are 
applicable to discharges resulting from 
all pesticide formulating, packaging 
and repackaging operations except as 
provided in paragraphs (b), (c), (d), (e) 
and (f) of this section. 

(b) The provisions of this subpart do 
not apply to repackaging of agricul-
tural pesticides performed at refilling 
establishments, as described in § 455.60. 

(c) The provisions of this subpart do 
not apply to wastewater discharges 
from: the operation of employee show-
ers and laundry facilities; the testing 
of fire protection equipment; the test-
ing and emergency operation of safety 

showers and eye washes; storm water; 
Department of Transportation (DOT) 
aerosol leak test bath water from non- 
continuous overflow baths (batch 
baths) where no cans have burst from 
the time of the last water change-out; 
and on-site laboratories from cleaning 
analytical equipment and glassware 
and rinsing the retain sample con-
tainer (except for the initial rinse of 
the retain sample container which is 
considered a process wastewater source 
for this subpart). 

(d) The provisions of this subpart do 
not apply to wastewater discharges 
from the formulation, packaging and/or 
repackaging of sanitizer products (in-
cluding pool chemicals); microorga-
nisms; inorganic wastewater treatment 
chemicals; group 1 mixtures and group 
2 mixtures, as defined under § 455.10. 

(e) The provisions of this subpart do 
not apply to wastewater discharges 
from the development of new formula-
tions of pesticide products and the as-
sociated efficacy and field testing at 
on-site or stand-alone research and de-
velopment laboratories where the re-
sulting pesticide product is not pro-
duced for sale. 

(f) The provisions of this subpart do 
not apply to wastewater discharges 
from the formulation, packaging and/or 
repackaging of liquid chemical 
sterilant products (including any 
sterilant or subordinate disinfectant 
claims on such products) for use on a 
critical or semi-critical device, as de-
fined in Section 201 of the Federal 
Food, Drug and Cosmetic Act and in 
Section 2(u) of the Federal Insecticide, 
Fungicide and Rodenticide Act. 

[61 FR 57549, Nov. 6, 1996] 

§ 455.41 Special definitions. 
(a) Initial Certification Statement for 

this subpart means a written submis-
sion to the appropriate permitting au-
thority, e.g., the local Control Author-
ity (the POTW) or NPDES permit writ-
er which must be signed by the respon-
sible corporate officer as defined in 40 
CFR 403.12(l) or 40 CFR 122.22 and 
which: 

(1) Lists and describes those product 
families, process lines and/or process 
units for which the PFPR facility is 
implementing the Pollution Preven-
tion Alternative (‘‘P2 Alternative’’); 
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